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PART DESCRIPTION

SH32884
4.5” x 16” Gauge wheel tire with standard profile offset.  

Fits John Deere, Case-IH, Kinze, Great Plains, New Holland, White.

GD7500
Gauge wheel assembly with yellow steel wheel halves.  

Fits John Deere grain drills 750 and 1850 with SH312132 bearing.

SH312132
Double row bearing. Fits applications on John Deere, Kinze®,  

Case-IH, Crustbuster, Great Plains, Hiniker, Martin, Monosem Plus, New Holland,  
Sunflower, Sukup, White.

SH319700
Hub for single disc seed opener.  

Fits John Deere grain drill models 750 and 1850.

SH314195
Bearing kit for single disc opener. Fits all John Deere 750 and  

1850 drills. Consists of two cups, two cones, two seals,  
two retainers, one o-ring and one cotter pin

SH314510
Right torsion spring for press and closing wheels.  

Fits John Deere grain drills 750 and 1850.

SH314511
Left torsion spring for press and closing wheels.  
Fits John Deere grain drills 750 and 1850 drills

GD7501
Bearing kit, includes inner and outer bearing.  

Fits cast iron closing wheel on MaxEmerge®2,  
MaxEmerge®Plus, Pro; early XP, XP Pro. Early 750 drill.

CL4485
Single disc opener blade, 18” diameter, .197” thick.  
Fits John Deere grain drills 750, 1560, 1565, 1590,  

1690, 1835, 1850, 1860, 1890, 1895, 1990.

SH28505
Closing wheel update kit with SH382110 standard wheel, left.  

Fits John Deere grain drills 750 s/n 6501 and above; 1850.

SH28507
Closing wheel update kit, right.  

Fits John Deere 750 s/n 6501 and above; 1850.

SH28507R-ARM
Closing wheel update arm only, right.  

Fits John Deere 750 s/n 6501 and above; 1850.

SH319547
Bushing for closing wheel & press wheel arm,  

Fits JD 750 grain drills s/n 3835 and above & 1850

SH22
Bearing for John Deere, Case-IH, Great Plains drills.  

Rotary hoe wheels on John Deere, Hiniker, M&W, Yetter.

JD 50 SERIES: DRILL & PLANTER PARTS



6942 Line 86 West Listowel, Ontario N4W 3G6
Phone: 519-291-4205     Fax: 519-291-5215     info@argis2000.ca     www.argis2000.ca

CALL FOR PRICING

JD 50 SERIES: DRILL & PLANTER PARTS

BSCW75BRD Dimple Closing Wheel for JD 750 & 1850 - Right

BSCW75BLD Dimple Closing Wheel for JD 750 & 1850 - Left

ARG380485
Fits John Deere 750, 1560, 1590, 1690, 1850,  

1860, 1890, 1895, 1990.

ARG318546
Bushing for top of opener arm. 2 used per opener.  

Fits John Deere 750 and 1850 grain drills.

NE3001 Bonilla Seed Tabs for JD 50/90 Series Drills & Air Seeders

NE3003 JD50/60 Series Seed Boot Bushings with Nuts and Bolts

NE3004 JD 50, 60, 90 Heavy Duty Needham Ag Seed Boot Springs

NE3005
V8 Firming Wheels are available for JD 50,60 and 90 series  

(including longer 5/8” bolt washer and nylon lock nut)

NE3006
Narrow Gauge Wheel Assy - 2 3/4” X 16”  

Fits JD single disc seeders, and most common planters  
which utilize a 5/8” or 16mm mounting bolt

NE3009B
Closing Wheel Arm Bushing Repair Kit, JD 50 series  

(after serial number 6000 (1 long bushing, 2 short bushing,  
2 seals, 1X5/8” lock nut & washer)

NE3010
Closing Wheel Arm Bushing 1” ID Poly bushing (N219547)  

Fits JD 50, 60 & 90 Series

NE3011
Closing Wheel Arm Bushing Long - 1” OD x 3.37”  

replaces JD N280648
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