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PART DESCRIPTION

SH32884
4.5” x 16” Gauge wheel tire with standard profile offset.  

Fits John Deere, 50/60/early 90 series.

SH87881
4.5” x 16” tire with standard profile offset. Fits John Deere  

planter row units XP, XP Pro, MaxEmerge™5, ExactEmerge™.  
JD drills 1590, 1690, 1835, 1890, 1895, 1990.

SH312132
Double row bearing. Fits applications on John Deere, Kinze®,  

Case-IH, 5203 bearing.

SH381856 Hub with Bearing, Wear Ring and Snap Ring

NE3034
Right torsion spring for cast closing wheels.  

Fits John Deere drills 1560, 1590, 1690, 1860, 1890, 1895, 1990.

NE3033
Left torsion spring for cast closing wheels. 

Fits John Deere drills 1560, 1590, 1690, 1860, 1890, 1895, 1990.

NE3026
Right torsion spring for rubber press wheel.  

Fits John Deere drills 1560, 1590, 1690, 1860, 1890, 1895, 1990.

NE3025
Left torsion spring for rubber press wheel.  

Fits John Deere drills 1560, 1590, 1690, 1860, 1890, 1895, 1990.

NE3004
Heavy Duty Seed Boot Spring -  

Fits John Deere 750, 1560, 1590, 1690, 1850, 1860, 1890, 1895, 1990.

CL4485
Single disc opener blade, 18” diameter, .197” thick.  

Fits John Deere grain drills 750, 1560, 1565, 1590, 1690,  
1835, 1850, 1860, 1890, 1895, 1990.

BSCW156D Dimple Wheel Kit to Fit Update Arm (90)

NE3001 Bonilla Seed Tabs for JD 50/90 Series Drills & Air Seeders

NE3002 Seed Boot Bushing Kit with with nuts & bolts

JD 90 SERIES: DRILL PARTS
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NE3005
V8 Firming Wheels are available for JD 50,60 and 90 series  

(including longer 5/8” bolt washer and nylon lock nut)

NE3006
Narrow Gauge Wheel Assy - 2 3/4” X 16” Fits JD single  
disc seeders, and most common planters which utilize a  

5/8” or 16mm mounting bolt

NE3009B Closing Wheel Arm Bushing Repair Kit (1 long, 2 short, 2 seals)

NE3014B Seed Tab Bolt (JD 90 Series Extended Wear Seed Boots)

NE3014C
Stainless Steel U Shaped Clips  

(JD 90 Series Extended Wear Seed Boots)

NE3014N Stainless Steel Bolts (JD 90 Series Extended Wear Seed Boots)

NE3010
Closing Wheel Arm Bushing 1” ID Poly bushing (N219547)  

Fits JD 50, 60 & 90 Series

NE3021 JD 90 Series Seed Boots Extended Wear (Left)

NE3022 JD 90 Series Seed Boots Extended Wear (Right)

NE3055
Firming Wheel Arm Bushing Repair Kit,  

for JD 60& 90 series openers

CALL FOR PRICING


